
 

Landustrie datasheet BTP62-50-U-A2-16 
We reserve the right to alter specification without prior notice. 

BTP62-50-U 

 
Pump type:        Dry installed pump  
Application:        Waste water, Seawater 

 
Solids passage        5” 
Discharge         8”  

Suction         8” 
Impeller type:       Closed screw impeller 
Impeller code        334  - 275 

Recommended min. flow    366 USGPM 
Weight (HX version)     728 lbs 
 

Materials 
 

Pump casing/ Seal housing    AISI 329 

Impeller        AISI 329 
Pump shaft        AISI 316 
Pump support       S235JR 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – Siliciumcarbide - FPM 

Seal motor side       Carbon – Ceramic - FPM 
Coating         Two component Polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 
Vertical bare shaft      VX   with motor and stand       VM 
V-belt driven       KM 
 

 

Available motors 60 c/s (IP55)  
 

IEC Size        HP  rpm 

 

160L         15  1160 
          20  1750 

180M         25  1750 
 

180L         20  1160 
 

          30  1750 

200L         25  1160 
          40  1750 
225S         50  1750 

225M         60  1750 
250M         75  1750 
 

 

Optional 
• Seal flushing 

   

                                                   1750 rpm 

 

                                                      1160 rpm 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 

kW 
1lb     0.45 kg 
 

 



 

Landustrie datasheet BWP22-20-U-A2-15 
We reserve the right to alter specification without prior notice. 

BWP22-20-U 

 
Pump type:        Dry installed Duplex pump  

 
Application:        Waste water, Seawater 
 

Solids passage        2 ½” 
Discharge diameter      3” 
Suction diameter      3” 

Impeller type:       Vortex 
Impeller code        225 - 170 
Recommended min. flow    55 USGPM 

Weight (HS IEC132 version)   145 lbs 
 

Materials 
 

Pump casing       AISI 329 
Seal housing       AISI 329 

Impeller        AISI 329 
Pump shaft        AISI 316 
Bolts         AISI 316 

Elastomers        Viton (FPM)  
Seal lubrication       Oil 
Seal pump side       Silicon carbide – silicon carbide -Viton 

Seal motor side       Lip Seal 
Coating          Two component polyurethane 
 

Installation options 
 

Horizontal (short coupled)    HS 
Vertical (short coupled)     VS 
 

 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

100L         1.2  900 

2.3  1160 
 
112M         2.3   900 

6.2  1750 
          3.4  1160 
 

132S         8.5  1750 
          4.6   1160 
 

132M         11.6 1750 
          14  1750 
 

 

Optional 
• Seal flushing     

                                                  1750 rpm 

 

                                                   1160 rpm 

 

                                                     900 rpm 

 

     Dimensions HS Version [inch] 
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15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
 

 



 

Landustrie datasheet BWP22-41-U-A2-15 
We reserve the right to alter specification without prior notice. 

BWP22-41-U 

 
Pump type:        Dry installed Duplex pump  
 

Application:        Waste water, Sea water 
 
Solids passage        4” 

Discharge diameter      4” 
Suction diameter      5” 
Impeller type:       Vortex 

Impeller code        252 - 210 
Recommended min. flow    95 USGPM 
Weight (HS IEC 132 version)   155 lbs 

 

Materials 
 

Pump casing/ Seal housing    AISI 329 
Impeller        AISI 329 
Pump shaft        AISI 316 

Bolts         AISI 316 
Elastomers        Viton (FPM)   
Seal lubrication       Oil 

Seal pump side       Silicon carbide – silicon carbide -Viton 
Seal motor side       Lip Seal 
Coating         Two component polyurethane 

 

Installation options 
 

Horizontal (short coupled)    HS 
Vertical (short coupled)     VS 

 
 
 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

100L         2.3  1160 
 

112M         3.4  1160 
           
132S         4.6   1160 

           
 
 

 
 
 

 
 
 

Optional 
• Seal flushing     

                                                   1160 rpm 

 

     Dimensions HS Version [inch] 

 

15.9 USGPM 1 l/s 
1ft     0.3 m  

1HP    0.746 kW 
1lb     0.45 kg 
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Landustrie datasheet BWP42-20-U-A3-15 
We reserve the right to alter specification without prior notice. 

BWP42-20-U 

 
Pump type:        Dry installed Duplex pump  

 
Application:        Waste water, Sea water 
 

Solids passage        2 ½” 
Discharge         3” ANSI, 150 
Suction         3” ANSI, 150 

Impeller type:       Vortex 
Impeller code        225  - 170 
Recommended min. flow    55 USGPM 

Weight (HX version)     165 lbs 
 

Materials 
 

Pump casing/ Seal housing    AISI 329 
Impeller        AISI 329 

Pump shaft        AISI 316 
Bolts         AISI 316 
Elastomers        Viton (FPM)   

Seal lubrication       Oil 
Seal pump side       Silicon carbide – silicon carbide -Viton 
Seal motor side       Carbon - ceramic 

Coating         Two component polyurethane 
 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 
Vertical bare shaft      VX   with motor and stand       VM 
Horizontal short coupled    HS 

Vertical short coupled     VS 
V-belt driven       KM 
 

 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

112M         3.4  1160 

6.2  1750 
 
132S         4.62 1160 

          8.5  1750 
           
132M         6.17 1160 

          11.6 1750 
           
160M         17  1750 

 
 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                   1160 rpm 

 

     Dimensions HX Version [inch] 

 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
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Landustrie datasheet BWP42-41-U-A2-15 
We reserve the right to alter specification without prior notice. 

BWP42-41-U 

 
Pump type:        Dry installed Duplex pump  

 
Application:        Waste water, Sea water 
 

Solids passage        4” 
Discharge diameter      5” 
Suction diameter      4” 

Impeller type:       Vortex 
Impeller code        252  - 210 
Recommended min. flow    95 USGPM 

Weight (HX version)     170 lbs 
 

Materials 
 

Pump casing/ Seal housing    AISI 329 
Impeller        AISI 329 

Pump shaft        AISI 316 
Bolts         AISI 316  
Elastomers        Viton (FPM)  

Seal lubrication       Oil 
Seal pump side       Silicon carbide – silicon carbide -Viton 
Seal motor side       Carbon - ceramic 

Coating         Two component polyurethane 

 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 

Vertical bare shaft      VX   with motor and stand       VM 
Horizontal short coupled    HS 
Vertical short coupled     VS 

V-belt driven       KM 
 
 

Available motors 60 c/s (IP55)  
 

IEC Size        HP  rpm 
 

132S         4.6   1160 
          8.5  1750 

           
132M         6.2  1160 
          8.5  1160 

          11.6 1750 
           
160M         17  1750 

 
160L         23  1750 
 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                   1160 rpm 

     Dimensions HX Version [inch] 

 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
 

 

                                       1160 - 2000 rpm 
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Landustrie datasheet BWP62-41-U-A2-15 
We reserve the right to alter specification without prior notice. 

BWP62-41-U 

 
Pump type:        Dry installed Duplex pump  

 
Application:        Waste water, Sea water 
 

Solids passage        4” 
Discharge diameter      4” 
Suction diameter      5” 

Impeller type:       Vortex 
Impeller code        335  - 225 
Recommended min. flow    95 USGPM 

Weight (HX version)     265 lbs 
 

Materials 
 

Pump casing/ Seal housing    AISI 329 
Impeller        AISI 329 

Pump shaft        AISI 316 
Bolts         AISI 316  
Elastomers        Viton (FPM)  

Seal lubrication       Oil 
Seal pump side       Silicon carbide – silicon carbide -Viton 
Seal motor side       Carbon - ceramic 

Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 

Vertical bare shaft      VX   with motor and stand       VM 
V-belt driven       KM 
 

 

Available motors 60 c/s (IP55)  
 

IEC Size        HP  rpm 

160L         17  1160 
           

180M         28  1750                    

180L         23  1160 
          33  1750 
 

200L         28  1160 

          33  1160 
          46  1750 
 

225S         57  1750 
 

225M         46  1160 
          69  1750 
 

250M         84  1750 
          115  1750 

 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                      1160 rpm 

     Dimensions HX Version [inch] 

 

15.9 USGPM 1 l/s 

1ft     0.3 m  
1HP    0.746 kW 
1lb     0.45 kg 
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                                          1160 - 2000 rpm 
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Landustrie datasheet DTP62-50LI-U-A3-16 
We reserve the right to alter specification without prior notice. 

DTP62-50LI-U 

 
Pump type:        Submersible sewage Pump  

Application:        Waste water, Seawater 
 

Pump data 
Solids passage        5” 
Discharge/ Suction diameter   8”/ 8” 

Impeller type:       Closed screw impeller 
Impeller diameter       260 - 265 
Recommended min. flow    366 USGPM 

Weight         881 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       52.4 HP 

Rated electrical power     45.3 kW 
Rated kVA        52.9 kVA 
Nominal speed        1730 rpm 

Motor efficiency       86 % 
Power factor (cos phi)      0.86 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 431 
 Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide - FPM 
Seal motor side    Carbon – Ceramic - FPM 
  

 

Installation options 
 

Guide bar coupling   OWK200-N (cast iron) 
 

 
Freestanding    8” hose connection 
Including support       

 
 
Dry Installation    vertical or horizontal 

Including cooling system discharge 8” 
       suction 8”  
 

Options available 
 

• Version with cooling system  

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 
• Flameproof acc. IECEx  class Ex d IIB T4 Gb 

 
Connections 

  electrical cable size  

voltage current with motor protection and/or water detector   

[V]* [A] direct start star delta start     

380 80.3 2x AWG 6/4 +  AWG 14/4 -     

460 66.4 2x AWG 8/4 +  AWG 14/4 2x AWG 6/4 + AWG 14/4     

575 53.1 2x AWG 8/4 + AWG 14/4 2x AWG 8/4 + AWG 14/4     

starting current DOL start : 4.5 x rated current     

starting current YD start: 1.5 x rated current   *  other voltages on request 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 

Inches 

 



 

Landustrie datasheet DTP62-50NE-U-A2-17 
We reserve the right to alter specification without prior notice. 

DTP62-50NE-U 

 
Pump type:        Submersible sewage Pump  

Application:        Waste water, Seawater 
 

Pump data 
Solids passage        5” 
Discharge/ Suction diameter   8”/ 8” 

Impeller type:       Closed screw impeller 
Impeller diameter       332 - 285 
Recommended min. flow    366 USGPM 

Weight         881 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       32.2 HP 

Rated electrical power     27.3 kW 
Rated kVA        31.4 kVA 
Nominal speed        1165 rpm 

Motor efficiency       88 % 
Power factor (cos phi)      0.87 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 431 
 Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide - FPM 
Seal motor side    Carbon – Ceramic - FPM 
  

 

Installation options 
 

Guide bar coupling   OWK200-N (cast iron) 
 

 
Freestanding    8” hose connection 
Including support       

 
 
Dry Installation    vertical or horizontal 

Including cooling system discharge 8” 
       suction 8”  
 

Options available 
 

• Version with cooling system  

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 
• Flameproof acc. IECEx  class Ex d IIB T4 Gb 

 
Connections 

  electrical cable size  

voltage current with motor protection and/or water detector   

[V]* [A] direct start star delta start     

220 82.0 2x AWG 6/4 +  AWG 14/4 -     

380 47.5 2x AWG 8/4 +  AWG 14/4 2x AWG 8/4 +  AWG 14/4     

460 39.2  AWG 6/4 +  AWG 14/4 2x AWG 10/4 + AWG 14/4     

575 31.4  AWG 8/4 + AWG 14/4 2x AWG 10/4 + AWG 14/4     

starting current DOL start : 4.8 x rated current     

starting current YD start: 1.6 x rated current   *  other voltages on request 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 

Inches 

 



 

Landustrie datasheet DWM22DC-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWM22DC-U 

 
Type:          Submersible Duplex mixer  

Application:        Preventing the accumulation of  
          solids and floating crusts. 
 

 
 

Technical data 
 
Effective area       up to Ø 20 ft 

Impeller code        105 
Electrical power in clean water   1.9 kW 
Weight         95 lbs 

 
 
 

Motor 
 

Mains:         60 c/s – 3 phase 
Rated horse power       2.3 HP 
Rated electrical power     2.4 kW 

Rated kVA        2.9 kVA 
Nominal speed        1700 rpm 
Motor efficiency       71 % 

Power factor (cos phi)      0.85 
Degree of protection     IP 68 
Isolation class       F (311°F) 

Max. water temperature     104°F  
Standard cable length      66 ft 
 

 
 

Materials 
 
Impeller     S.g cast iron (ASTM A-445 Gr.60-46-18) 
Motor unit     Cast iron (ASTM A-48 class 35) 

Shaft      AISI 316 
Bolts      AISI 316 
Support      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide - FPM 
Seal motor side    Carbon - Ceramic 
  

 
 

Optional 
 

• Thermo switches in stator windings 
 

• Cable protective sheathing (AISI 316) 
 

• Water detector in motor and oil chamber 
 

• Heavy duty support 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start  direct start    

208 7.9 AWG 14/4  AWG 14/7    

230 7.2 AWG 14/4  AWG 14/7    

460 3.6 AWG 14/4  AWG 14/7    

575 2.9 AWG 14/4  AWG 14/7    

starting current DOL start : 4.8 x rated current     

   *  other voltages on request 

Inches 

 



 

Landustrie datasheet DWM22DD-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWM22DD-U 

 
Type:          Submersible Duplex mixer  

Application:        Preventing the accumulation of  
          solids and floating crusts. 
 

 
 

Technical data 
 
Effective area       up to Ø 24 ft  

Impeller code        115 
Electrical power in clean water   3.1 kW 
Weight         95 lbs 

 
 
 

Motor 
 

Mains:         60 c/s – 3 phase 
Rated horse power       3.4 HP 
Rated electrical power     3.6 kW 

Rated kVA        4.0 kVA 
Nominal speed        1650 rpm 
Motor efficiency       71 % 

Power factor (cos phi)      0.89 
Degree of protection     IP 68 
Isolation class       F (311°F) 

Max. water temperature     104°F  
Standard cable length      66 ft 
 

 
 

Materials 
 
Impeller     S.g cast iron (ASTM A-445 Gr.60-46-18) 
Motor unit     Cast iron (ASTM A-48 class 35) 

Shaft      AISI 316 
Bolts      AISI 316 
Support      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide - Viton 
Seal motor side    Carbon - Ceramic 
  

 
 

Options available 
 

• Thermo switches in stator windings 
 

• Cable protective sheathing (AISI 316) 
 

• Water detector in motor and oil chamber 
 

• Heavy duty support 

 
Connections 

  electrical cable size  
voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 11.1 AWG 14/4 AWG 14/7 AWG 14/7 -   
230 10.1 AWG 14/4 AWG 14/7 AWG 14/7 -   
460 5.0 AWG 14/4 AWG 14/7 AWG 14/7 -   
575 4.0 AWG 14/4 AWG 14/7 AWG 14/7 -   
starting current DOL start : 3.4 x rated current     
starting current YD start : 1.1 x rated current   *  other voltages on request 

Inches 

 



 

Landustrie datasheet DWM22DG-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWM22DG-U 

 
Type:          Submersible Duplex mixer  

Application:        Preventing the accumulation of  
          solids and floating crusts. 
 

 
 

Technical data 
 
Effective area       up to Ø 30 ft  

Impeller code        125 
Electrical power in clean water   4.5 kW 
Weight         101 lbs 

 
 
 

Motor 
 

Mains:         60 c/s – 3 phase 
Rated horse power       5.4 HP 
Rated electrical power     5.2 kW 

Rated kVA        6.1 kVA 
Nominal speed        1660 rpm 
Motor efficiency       77 % 

Power factor (cos phi)      0.85 
Degree of protection     IP 68 
Isolation class       F (311°F) 

Max. water temperature     104°F  
Standard cable length      66 ft 
 

 
 

Materials 
 
Impeller     AISI 329 
Motor unit     AISI 329 

Shaft      AISI 316 
Bolts      AISI 316 
Support      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide - FPM 
Seal motor side    Carbon - Ceramic 
  

 

Options available 
 

• Thermo switches in stator windings 
 

• Cable protective sheathing (AISI 316) 
 

• Water detector in motor and oil chamber 
 

• Heavy duty support 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 17.1 AWG 10/4 AWG 14/7 - -   
230 15.4 AWG 10/4 AWG 14/7 - -   
460 7.7 AWG 14/4 AWG 14/7 AWG 14/7 -   
575 6.2 AWG 14/4 AWG 14/7 AWG 14/7 -   
starting current DOL start : 4.3 x rated current     
starting current YD start : 1.4 x rated current   *  other voltages on request 

Inches 

 



 

Landustrie datasheet DWM42DL-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWM42DL-U 

 
Type:          Submersible Duplex mixer  
 

Application:        Preventing the accumulation of  
          solids and floating crusts. 
 

 

Mixer 
 

Effective area       up to Ø 46 ft 

Impeller code       135 
Electrical power in clean water   8.1 kW 
Weight         187 lbs 

 
 
 

Motor 
  

Mains:         60c/s – 3 phase 
Rated horse power      9.2 HP 

Rated electrical power      8.8 kW 
Rated kVA        10.4 kVA 
Nominal speed        1674 rpm 

Motor efficiency       78 % 
Power factor (cos phi)      0.85 
Degree of protection      IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

 

 
Materials 
 

Impeller     AISI 329 
Motor unit  parts   AISI 329 

Pump shaft     AISI 316  
Pump support    AISI 316  
Bolts      AISI 316  

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide-FPM 
Seal motor side    Carbon - ceramic 
  

 

 
 

Optional 
 

• Thermo switches in motor windings 
 

• Cable protection sheet (AISI316) 
 

• Water detector in motor and oil chamber 
 

 
 
 

 
 

 
 

Connections 
  electrical cable size 

voltage current   motor protection and/or water detector  

[V]* [A] directe start ster-driehoek start directe start ster-driehoek start   

208 28.9 AWG 8/4 2x AWG 10/4 AWG 8/4 +  AWG 14/4 -   

230 26.1 AWG 8/4 2x AWG 10/4 AWG 8/4 +  AWG 14/4 -   

460 13.1 AWG 14/4 AWG 14/7 AWG 14/7 -   

575 10.5 AWG 14/4 AWG 14/7 AWG 14/7 -   

starting current DOL start : 4.2 x rated current     

starting current YD start : 1.4 x rated current   * other voltages on request 

inches 

 



 

Landustrie datasheet DWM42DO-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWM42DO-U 

 
Type:          Submersible Duplex mixer 
  

Application:        Preventing the accumulation of  
          solids and floating crusts. 
 

 

Mixer 
 

Effective area       up to Ø 53 ft 

Impeller code       140 
Electrical power in clean water   9.9 kW 
Weight         192 lbs 

 
 
 

Motor 
  

Mains:         60 c/s – 3 phase 
Rated horse power       11.6 HP 

Rated electrical power     10.6 kW 
Rated kVA        12.2 kVA 
Nominal speed        1668 rpm 

Motor efficiency       81 % 
Power factor (cos phi)      0.87 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

 

 
Materials 
 

Impeller     AISI 329 
Motor unit  parts   AISI 329 

Pump shaft     AISI 316  
Pump support    AISI 316  
Bolts      AISI 316  

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide - FPM 
Seal motor side    Carbon - ceramic 
 

 

 
 

Optional 
 

• Thermo switches in motor windings 
 

• Cable protection sheet (AISI316) 
 

• Water detector in motor and oil chamber 
 

 
 

 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 34.0 AWG 8/4 2x AWG 10/4 AWG 8/4 + AWG 14/4 -   

230 30.7 AWG 8/4 2x AWG 10/4 AWG 8/4 + AWG 14/4 -   

460 15.4 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7+ AWG 14/4   

575 12.3 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7+ AWG 14/4   

starting current DOL start : 6.1  x rated current     

starting current YD start : 2.0  x rated current   *  other voltages on request 

 

inches 

 



 

Landustrie datasheet DWM42DZ-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWM42DZ-U 

 
Type:          Submersible Duplex mixer  
 

Application:        Preventing the accumulation of  
          solids and floating crusts. 
 

 

Mixer 
 

Effective area       up to Ø 60 ft 

Impeller code       155 
Electrical power in clean water   15.5 kW 
Weight         225 lbs 

 
 
 

Motor 
  

Mains:         60 c/s – 3 phase 
Rated horse power       20.0 HP 

Rated electrical power     17.5 kW 
Rated kVA        20.9 kVA 
Nominal speed        1704 rpm 

Motor efficiency       85 % 
Power factor (cos phi)      0.84 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

 

 
Materials 
 

Impeller     AISI 329 
Motor unit  parts   AISI 329 

Pump shaft     AISI 316  
Pump support    AISI 316  
Bolts      AISI 316  

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide - FPM 
Seal motor side    Carbon - ceramic 
 

 

 
 

Optional 
 

• Thermo switches in motor windings 
 

• Cable protection sheet (AISI316) 
 

• Water detector in motor and oil chamber 
 

 
 
 

 
 
 

 

 

Connections 
  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 58.1 2x AWG 8/4 2x AWG 8/4 - -   

230 52.6 2x AWG 8/4 2x AWG 8/4 - -   

460 26.3 AWG 8/4 AWG 14/7 AWG 8/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

575 21.0 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

starting current DOL start : 5.0  x rated current     

starting current YD start : 1.7  x rated current  *  other voltages on request 

 

inches 

 



 

Landustrie datasheet DWP22-10BB-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-10BB-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Seawater 
 

Pump data 
Solids passage        2” 
Discharge/ Suction diameter    2”/ 2“ 

Impeller type:       Vortex 
Impeller diameter       95 -80 
Recommended min. flow    24 USGPM 

Weight         90 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       2.3 HP 

Rated electrical power     2.5 kW 
Rated kVA        2.7 kVA 
Nominal speed        3350 rpm 

Motor efficiency       69 % 
Power factor (cos phi)      0.91 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
 

Guide bar coupling   OWK 050/ 2” 
 
 

Freestanding    3” hose connection or 
Including support    NPT 2” threaded connection 
 

 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and+ oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 

 
 
 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start  direct start    
208 7.6 AWG 16/4  AWG 14/7    
230 6.9 AWG 16/4  AWG 14/7    
460 3.4 AWG 16/4  AWG 14/7    
575 2.8 AWG 16/4  AWG 14/7    
starting current DOL start : 4.3  x rated current     

   *  other voltages on request 

Inches 

 

   15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 
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Landustrie datasheet DWP22-10BE-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-10BE-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2” 
Discharge diameter      2”/ 2” 

Impeller type:       Vortex 
Impeller diameter       118 -95 
Recommended min. flow    24 USGPM 

Weight         99 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       4.0 HP 

Rated electrical power     4.0 kW 
Rated kVA        4.4 kVA 
Nominal speed        3360 rpm 

Motor efficiency       75 % 
Power factor (cos phi)      0.90 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
 

Guide bar coupling   OWK 050/ 2” 
 
 

Freestanding    3” hose connection or 
Including support    NPT 2” threaded connection 
 

 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta  start direct start star delta  start   
208 12.3 AWG 14/4 AWG 14/7 AWG 14/7 -   
230 11.1 AWG 14/4 AWG 14/7 AWG 14/7 -   
460 5.6 AWG 16/4 AWG 14/7 AWG 14/7 -   
575 4.4 AWG 16/4 AWG 14/7 AWG 14/7 -   
starting current DOL start : 4.6  x rated current     
starting current YD start : 1.5  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 
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Landustrie datasheet DWP22-10BH-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-10BH-U 

 
Pump type:        Submersible Duplex Pump  
Application:        Waste water, Sea water 

 

Pump data 
Solids passage        2” 
Discharge/ Suction diameter    2”/ 2“ 
Impeller type:       Vortex 

Impeller diameter       138 -118 
Recommended min. flow    24 USGPM 
Weight         106 lbs 

 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       6.2 HP 
Rated electrical power     5.6 kW 

Rated kVA        6.6 kVA 
Nominal speed        3410 rpm 
Motor efficiency       82 % 

Power factor (cos phi)      0.85 
Degree of protection     IP 68 
Isolation class       F (311°F) 

Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 
Motor unit     AISI 329 

Shaft      AISI 316 
Bolts      AISI 316 
Elastomers      Viton (FPM) 

Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 
Seal pump side    Silicon carbide – silicon carbide-Viton 

Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 050/ 2” 
 

 
Freestanding    3” hose connection or 
Including support    NPT 2” threaded connection 

 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 
 
 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start star delta  start direct start star delta  start   

208 18.3 AWG 10/4 AWG 14/7 - -   

230 16.6 AWG 10/4 AWG 14/7 - -   

460 8.3 AWG 16/4 AWG 14/7 AWG 14/7 -   

575 6.6 AWG 16/4 AWG 14/7 AWG 14/7 -   

starting current DOL start : 6.2  x rated current     

starting current YD start : 2.1  x rated current   *  other voltages on request 

Inches 

 

   15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 
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Landustrie datasheet DWP22-12DC-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-12DC-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2” 
Discharge/ Suction diameter   2 ½”/  2 ½” 

Impeller type:       Vortex 
Impeller diameter       130 -100 
Recommended min. flow    32 USGPM 

Weight         99 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       2.3 HP 

Rated electrical power     2.4 kW 
Rated kVA        2.9 kVA 
Nominal speed        1700 rpm 

Motor efficiency       71 % 
Power factor (cos phi)      0.85 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3” 

 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 

 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start  direct start    

208 7.9 AWG 16/4  AWG 14/7    

230 7.2 AWG 16/4  AWG 14/7    

460 3.6 AWG 16/4  AWG 14/7    

575 2.9 AWG 16/4  AWG 14/7    

starting current DOL start : 4.8  x rated current     

   *  other voltages on request 

Inches 
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    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP22-12DD-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-12DD-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2” 
Discharge/ Suction diameter    2 ½”/ 2 ½” 

Impeller type:       Vortex 
Impeller diameter       150 -110 
Recommended min. flow    32 USGPM 

Weight         99 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       3.4 HP 

Rated electrical power     3.6 kW 
Rated kVA        4.0 kVA 
Nominal speed        1650 rpm 

Motor efficiency       71 % 
Power factor (cos phi)      0.89 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3” 

 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 11.1 AWG 14/4 AWG 14/7 AWG 14/7 -   

230 10.1 AWG 14/4 AWG 14/7 AWG 14/7 -   

460 5.0 AWG 14/4 AWG 14/7 AWG 14/7 -   

575 4.0 AWG 14/4 AWG 14/7 AWG 14/7 -   

starting current DOL start : 3.4  x rated current     

starting current YD start : 1.1  x rated current   *  other voltages on request 

Inches 
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    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP22-20BB-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-20BB-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2” 
Discharge/ Suction diameter    2 ½”/ 2 ½” 

Impeller type:       Vortex 
Impeller diameter       95 -80 
Recommended min. flow    32 USGPM 

Weight         97 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       2.3 HP 

Rated electrical power     2.4 kW 
Rated kVA        2.7 kVA 
Nominal speed        3350 rpm 

Motor efficiency       69 % 
Power factor (cos phi)      0.91 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3” 

 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
 

Options available 
 

• Thermoswitches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 

 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start  direct start    
208 7.6 AWG 16/4  AWG 14/7    
230 6.9 AWG 16/4  AWG 14/7    
460 3.4 AWG 16/4  AWG 14/7    
575 2.8 AWG 16/4  AWG 14/7    
starting current DOL start : 4.3  x rated current     

   *  other voltages on request 

Inches 
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    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP22-20BE-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-20BE-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2 ½” 
Discharge diameter      2 ½”/ 2 ½” 

Impeller type:       Vortex 
Impeller diameter       118 - 95 
Recommended min. flow    32 USGPM 

Weight         99 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       4.0 HP 

Rated electrical power     4.0 kW 
Rated kVA        4.4 kVA 
Nominal speed        3360 rpm 

Motor efficiency       75 % 
Power factor (cos phi)      0.90 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3” 

 

 

Freestanding    3” hose connection or 
Including support    NPT 3” threaded connection 
 

 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 
 

 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta  start direct start star delta  start   
208 12.3 AWG 14/4 AWG 14/7 AWG 14/7 -   
230 11.1 AWG 14/4 AWG 14/7 AWG 14/7 -   
460 5.6 AWG 16/4 AWG 14/7 AWG 14/7 -   
575 4.4 AWG 16/4 AWG 14/7 AWG 14/7 -   
starting current DOL start : 4.6  x rated current     
starting current YD start : 1.5  x rated current   *  other voltages on request 

Inches 
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    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP22-20BH-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-20BH-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2 ½”” 
Discharge / Suction diameter    2 ½”/ 2 ½” 

Impeller type:       Vortex 
Impeller diameter       138 -118 
Recommended min. flow    32 USGPM 

Weight         106 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       6.2 HP 

Rated electrical power     5.6 kW 
Rated kVA        6.6 kVA 
Nominal speed        3410 rpm 

Motor efficiency       82 % 
Power factor (cos phi)      0.85 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3” 

 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 

 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start star delta  start direct start star delta  start   

208 18.3 AWG 10/4 AWG 14/7 - -   

230 16.6 AWG 10/4 AWG 14/7 - -   

460 8.3 AWG 16/4 AWG 14/7 AWG 14/7 -   

575 6.6 AWG 16/4 AWG 14/7 AWG 14/7 -   

starting current DOL start : 6.2  x rated current     

starting current YD start : 2.1  x rated current   *  other voltages on request 

Inches 
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    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP22-22DC-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-22DC-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2” 
Discharge/ Suction diameter    2 ½”/ 2 ⅞” 

Impeller type:       Vortex 
Impeller diameter       150 -140 
Recommended min. flow    32 USGPM 

Weight         137 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       2.3 HP 

Rated electrical power     2.4 kW 
Rated kVA        2.8 kVA 
Nominal speed        1750 rpm 

Motor efficiency       71 % 
Power factor (cos phi)      0.85 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3” 

 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 

 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start  direct start    

208 7.9 AWG 16/4  AWG 14/7    

230 7.2 AWG 16/4  AWG 14/7    

460 3.6 AWG 16/4  AWG 14/7    

575 2.9 AWG 16/4  AWG 14/7    

starting current DOL start : 4.8 x rated current     

   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP22-22DD-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-22DD-U 

 
Pump type:        Submersible Duplex Pump  
Application:        Waste water, Sea water 

 

Pump data 
Solids passage        2½” 
Discharge/ Suction diameter    2 ½”/ 2 ⅞“ 
Impeller type:       Vortex 

Impeller diameter       170 -150 
Recommended min. flow    32 USGPM 
Weight         137 lbs 

 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       3.4 HP 
Rated electrical power     3.6 kW 

Rated kVA        4.0 kVA 
Nominal speed        1650 rpm 
Motor efficiency       71 % 

Power factor (cos phi)      0.89 
Degree of protection     IP 68 
Isolation class       F (311°F) 

Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 
Motor unit     AISI 329 

Shaft      AISI 316 
Bolts      AISI 316 
Elastomers      Viton (FPM)  

Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 
Seal pump side    Silicon carbide – silicon carbide- Viton 

Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3” 
 

 
Freestanding    3” hose connection or 
Including support    NPT 3” threaded connection 

 
 

Options available 
 

• Thermoswitches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 

 
 

 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 11.1 AWG 14/4 AWG 14/7 AWG 14/7 -   

230 10.1 AWG 14/4 AWG 14/7 AWG 14/7 -   

460 5.0 AWG 14/4 AWG 14/7 AWG 14/7 -   

575 4.0 AWG 14/4 AWG 14/7 AWG 14/7 -   

starting current DOL start : 3.4  x rated current     

starting current YD start : 1.1  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP22-22DG-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP22-22DG-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2½” 
Discharge/ Suction diameter    2 ½”/ 2 ⅞” 

Impeller type:       Vortex 
Impeller diameter       195 -165 
Recommended min. flow    32 USGPM 

Weight         143 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       5.4 HP 

Rated electrical power     5.1 kW 
Rated kVA        6.1 kVA 
Nominal speed        1660 rpm 

Motor efficiency       77 % 
Power factor (cos phi)      0.85 
Degree of protection     IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide- Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3” 

 

 

Freestanding    3” hose connection or 
Including support    NPT 3” threaded connection 
 

 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 
 

 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 17.1 AWG 10/4 AWG 14/7 - -   

230 15.4 AWG 10/4 AWG 14/7 - -   

460 7.7 AWG 14/4 AWG 14/7 AWG 14/7 -   

575 6.2 AWG 14/4 AWG 14/7 AWG 14/7 -   

starting current DOL start : 4.3  x rated current     

starting current YD start : 1.4  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP22-41DG-U-A4-15 
We reserve the right to alter specification without prior notice. 

DWP22-41DG-U 

 
Pump type:        Submersible Duplex Pump 
Application:        Waste water, Sea water 

 

Pump data 
Solids passage        4” 
Discharge/ Suction diameter    4”/ 4¼ “ 
Impeller type:       Vortex 

Impeller diameter       170 -150 
Recommended min. flow    95 USGPM 
Weight         143 lbs 

 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       5.4 HP 
Rated electrical power     5.1 kW 

Rated kVA        6.1 kVA 
Nominal speed        1660 rpm 
Motor efficiency       77 % 

Power factor (cos phi)      0.85 
Degree of protection     IP 68 
Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 
Motor unit     AISI 329 

Shaft      AISI 316 
Bolts      AISI 316 
Elastomers      Viton (FPM) 

Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 
Seal pump side    Silicon carbide – silicon carbide- Viton 

Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 100/ 4”  
 

 
Freestanding    4” hose connection or 
Including support    NPT 4” threaded connection 

 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 
 

 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 17.1 AWG 10/4 AWG 14/7 - -   

230 15.4 AWG 10/4 AWG 14/7 - -   

460 7.7 AWG 14/4 AWG 14/7 AWG 14/7 -   

575 6.2 AWG 14/4 AWG 14/7 AWG 14/7 -   

starting current DOL start : 4.3  x rated current     

starting current YD start : 1.4  x rated current   *  other voltages on request 

Inches 

 

    4.4 USGPM = 1lm3/h,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-20BZ-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP42-20BZ-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2 ½” 
Discharge/ Suction diameter    2 ½”/ 2 ⅞” 

Impeller type:       Vortex 
Impeller diameter       170 -150 
Recommended min. flow    32 USGPM 

Weight         265 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       20.0 HP 

Rated electrical power     16.7 kW 
Rated kVA        19.5 kVA 
Nominal speed        3498 rpm 

Motor efficiency       88 % 
Power factor (cos phi)      0.87 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM)     
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
 

Guide bar coupling   OWK 080/ 3”  
 
 

Freestanding    3” hose connection or 
Including support    NPT 3” threaded connection 
 

 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 54.2 2x AWG 8/4 2x AWG 8/4 - -   

230 49.0 2x AWG 8/4 2x AWG 8/4 - -   

460 24.5 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

575 19.6 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

starting current DOL start : 7.8  x rated current     

starting current YD start : 2.6  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-20DJ-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP42-20DJ-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2 ½” 
Discharge/ Suction diameter    2 ½”/ 2 ⅞“ 

Impeller type:       Vortex 
Impeller diameter       210 -190 
Recommended min. flow    32 USGPM 

Weight         209 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       7.7 HP 

Rated electrical power     7.4 kW 
Rated kVA        8.6 kVA 
Nominal speed        1704 rpm 

Motor efficiency       79 % 
Power factor (cos phi)      0.85 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3”  
 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber  

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 
 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start star delta start direct start star delta start   

208 23.8 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

230 21.5 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

460 10.7 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7 + AWG 14/4   

575 8.6 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7 + AWG 14/4   

starting current DOL start : 5.0  x rated current     

starting current YD start : 1.7  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-20DO-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP42-20DO-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2 ½” 
Discharge/ Suction diameter    2 ½”/ 2 ⅞“ 

Impeller type:       Vortex 
Impeller diameter       225 -205 
Recommended min. flow    32 USGPM 

Weight         231 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       11.6 HP 

Rated electrical power     10.6 kW 
Rated kVA        12.2 kVA 
Nominal speed        1668 rpm 

Motor efficiency       81 % 
Power factor (cos phi)      0.87 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM)          
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
  
Guide bar coupling   OWK 080/ 3”  
 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 34.0 AWG 8/4 2x AWG 10/4 AWG 8/4 + AWG 14/4 -   

230 30.7 AWG 8/4 2x AWG 10/4 AWG 8/4 + AWG 14/4 -   

460 15.4 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7+ AWG 14/4   

575 12.3 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7+ AWG 14/4   

starting current DOL start : 6.1  x rated current     

starting current YD start : 2.0  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-21BJ-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP42-21BJ-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2 ½” 
Discharge/ Suction diameter    2 ½”/ 2 ⅞” 

Impeller type:       Vortex 
Impeller diameter       140 -110 
Recommended min. flow    32 USGPM 

Weight         209 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       7.7 HP 

Rated electrical power     7.1 kW 
Rated kVA        7.8 kVA 
Nominal speed        3448 rpm 

Motor efficiency       82 % 
Power factor (cos phi)      0.90 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM)  
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3”  
 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 
 

 
Connections 

  electrical cable size  
voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 21.8 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

230 19.7 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 16/4   

460 9.8 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7 + AWG 14/4   

575 7.9 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7 + AWG 14/4   

starting current DOL start : 6.2  x rated current     

starting current YD start : 2.1  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-21BR-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP42-21BR-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        2 ½” 
Discharge/ Suction diameter   2 ½”/ 2 ⅞“ 

Impeller type:       Vortex 
Impeller diameter       155 -135 
Recommended min. flow    32 USGPM 

Weight         265 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       13.9 HP 

Rated electrical power     12.2 kW 
Rated kVA        13.7 kVA 
Nominal speed        3480 rpm 

Motor efficiency       85 % 
Power factor (cos phi)      0.89 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3”  
 
 
Freestanding    3” hose connection or 

Including support    NPT 3” threaded connection 
 
  

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start star delta start direct start star delta start   

208 38.0 2x AWG 10/4 2x AWG 10/4 - -   

230 34.3  AWG 8/4 2x AWG 10/4 AWG 8/4 + AWG 14/4 -   

460 17.2 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

575 13.7 AWG 14/4 AWG 14/7 AWG 14/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

starting current DOL start : 6.2  x rated current     

starting current YD start : 2.1  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-21BZ-U-A3-15 
We reserve the right to alter specification without prior notice. 

DWP42-21BZ-U 

 
Pump type:        Submersible Duplex Pump  
Application:        Waste water, Sea water 

 

Pump data 
Solids passage        2 ½” 
Discharge/ Suction diameter    2 ½”/ 2 ⅞“ 
Impeller type:       Vortex 

Impeller diameter       170 -140 
Recommended min. flow    32 USGPM 
Weight         264 lbs 

 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       20.0 HP 
Rated electrical power     16.7 kW 

Rated kVA        19.5 kVA 
Nominal speed        3500 rpm 
Motor efficiency       88 % 

Power factor (cos phi)      0.87 
Degree of protection     IP 68 
Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 
Motor unit     AISI 329 

Shaft      AISI 316 
Bolts      AISI 316 
Elastomers      Viton (FPM) 

Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 
Seal pump side    Silicon carbide – Silicon carbide - Viton 

Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 080/ 3”  
 

 
Freestanding    3” hose connection or 
Including support    NPT 3” threaded connection 

 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316)  

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 54.2 2x AWG 8/4 2x AWG 8/4 - -   

230 49.0 2x AWG 8/4 2x AWG 8/4 - -   

460 24.5 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

575 19.6 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

starting current DOL start : 7.8  x rated current     

starting current YD start : 2.6  x rated current   *  other voltages on request 

Inches 

 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-41DJ-U-A4-15 
We reserve the right to alter specification without prior notice. 

DWP42-41DJ-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        4” 
Discharge/ Suction diameter    4”/ 4¼ “ 

Impeller type:       Vortex 
Impeller diameter       185 -165 
Recommended min. flow    95 USGPM 

Weight         235 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       7.7 HP 

Rated electrical power     7.4 kW 
Rated kVA        8.6 kVA 
Nominal speed        1704 rpm 

Motor efficiency       79 % 
Power factor (cos phi)      0.85 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM)         
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 100/ 4”  
 

Freestanding    4” hose connection or 
Including support    NPT 4” threaded 

connection 
 
 

 

Options available 
 

• Thermoswitches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 23.8 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

230 21.5 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

460 10.7 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7 + AWG 14/4   

575 8.6 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7 + AWG 14/4   

starting current DOL start : 5.0  x rated current     

starting current YD start : 1.7  x rated current   *  other voltages on request 

Inches 

 

    4.4 USGPM = 1m3/h,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-41DL-U-A3-18 
We reserve the right to alter specification without prior notice. 

DWP42-41DL-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        4” 
Discharge/ Suction diameter    4”/ 4¼ “ 

Impeller type:       Vortex 
Impeller diameter       195 -175 
Recommended min. flow    95 USGPM 

Weight         235 lbs 
 

Motor 
Mains:         60c/s – 3 phase 
Rated horse power      9.2 HP 

Rated electrical power      8.8 kW 
Rated kVA        10.4 kVA 
Nominal speed        1674 rpm 

Motor efficiency       78 % 
Power factor (cos phi)      0.85 
Degree of protection      IP 68 

Isolation class       F (311°F) 
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM)         
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 100/ 4”  
 

Freestanding    4” hose connection or 
Including support    NPT 4” threaded 

connection 
 
 

 

Options available 
 

• Thermoswitches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 28.9 AWG 8/4 2x AWG 10/4 AWG 8/4 +  AWG 14/4 -   

230 26.1 AWG 8/4 2x AWG 10/4 AWG 8/4 +  AWG 14/4 -   

460 13.1 AWG 14/4 AWG 16/7 AWG 14/7 -   

575 10.5 AWG 14/4 AWG 16/7 AWG 14/7 -   

starting current DOL start : 4.2  x rated current     

starting current YD start : 1.4  x rated current   *  other voltages on request 

Inches 

 

    4.4 USGPM = 1m3/h,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-41DO-U-A4-15 
We reserve the right to alter specification without prior notice. 

DWP42-41DO-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        4” 
Discharge/ Suction diameter    4”/ 4 ¼ “ 

Impeller type:       Vortex 
Impeller diameter       210 -180 
Recommended min. flow    95 USGPM 

Weight         245 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       11.6 HP 

Rated electrical power     10.6 kW 
Rated kVA        12.2 kVA 
Nominal speed        1668 rpm 

Motor efficiency       81 % 
Power factor (cos phi)      0.87 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 100/ 4”  
 
 
Freestanding    4” hose connection or 

Including support    NPT 4” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 

 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start star delta start direct start star delta start   

208 34.0 AWG 8/4 2x AWG 10/4 AWG 8/4 + AWG 14/4 -   

230 30.7 AWG 8/4 2x AWG 10/4 AWG 8/4 + AWG 14/4 -   

460 15.4 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7+ AWG 14/4   

575 12.3 AWG 14/4 AWG 14/7 AWG 14/7 AWG 14/7+ AWG 14/4   

starting current DOL start : 6.1  x rated current     

starting current YD start : 2.0  x rated current   *  other voltages on request 

Inches 

 

    

  4.4 USGPM = 1m3/h,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

    P2                          ISO 9906 grade 2      60Hz  
  

 



 

Landustrie datasheet DWP42-41DU-U-A4-15 
We reserve the right to alter specification without prior notice. 

DWP42-41DU-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        4” 
Discharge/ Suction diameter    4”/ 4 ¼” 

Impeller type:       Vortex 
Impeller diameter       220 -200 
Recommended min. flow    95 USGPM 

Weight         264 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       16.2 HP 

Rated electrical power     14.0 kW 
Rated kVA        15.6 kVA 
Nominal speed        1704 rpm 

Motor efficiency       88 % 
Power factor (cos phi)      0.88 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM)         
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 100/ 4”  
 
 
Freestanding    4” hose connection or 

Including support    NPT 4” threaded connection 
 
  

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 
 

 
Connections 

  electrical cable size  

voltage current  with motor protection and/or water detector  

[V]* [A] direct start star delta start direct start star delta start   

208 43.3 2x AWG 10/4 2x AWG 10/4 - -   

230 39.1 2x AWG 10/4 2x AWG 10/4 - -   

460 19.6 AWG 10/4 2x AWG 14/4 AWG 10/4 + AWG 16/4 -   

575 15.7 AWG 10/4 2x AWG 14/4 AWG 10/4 + AWG 16/4 -   

starting current DOL start : 5.0  x rated current     

starting current YD start : 1.7  x rated current  *  other voltages on request 

Inches 

 

    4.4 USGPM = 1m3/h,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 



 

Landustrie datasheet DWP42-41DZ-U-A4-15 
We reserve the right to alter specification without prior notice. 

DWP42-41DZ-U 

 
Pump type:        Submersible Duplex Pump  

Application:        Waste water, Sea water 
 

Pump data 
Solids passage        4” 
Discharge/ Suction diameter    4”/ 4 ¼“ 

Impeller type:       Vortex 
Impeller diameter       230 -210 
Recommended min. flow    95 USGPM 

Weight         275 lbs 
 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       20.0 HP 

Rated electrical power     17.5 kW 
Rated kVA        20.9 kVA 
Nominal speed        1750 rpm 

Motor efficiency       85 % 
Power factor (cos phi)      0.84 
Degree of protection     IP 68 

Isolation class       F (311°F)  
Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 

Motor unit     AISI 329 
Shaft      AISI 316 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – Silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 

 

Installation options 
 
Guide bar coupling   OWK 100/ 4”  
 
 
Freestanding    4” hose connection or 

Including support    NPT 4” threaded connection 
 
 

Options available 
 

• Thermo switches in stator windings 

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 

• Flameproof acc. IECEx  class Ex d IIB T4 Gb 
 

 
 
 
 

 
Connections 

  electrical cable size  
voltage current  with motor protection and/or water detector  
[V]* [A] direct start star delta start direct start star delta start   
208 58.1 2x AWG 8/4 2x AWG 8/4 - -   

230 52.6 2x AWG 8/4 2x AWG 8/4 - -   

460 26.3 AWG 8/4 AWG 14/7 AWG 8/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

575 21.0 AWG 10/4 AWG 14/7 AWG 10/4 + AWG 14/4 AWG 14/7 + AWG 14/4   

starting current DOL start : 5.0  x rated current     

starting current YD start : 1.7  x rated current  *  other voltages on request 

Inches 

 

    

  4.4 USGPM = 1m3/h,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

    P2                          ISO 9906 grade 2      60Hz  
  

 



 

Landustrie datasheet DWP62-41LI-U-A2-16 
We reserve the right to alter specification without prior notice. 

DWP62-41LI-U 

 
Pump type:        Submersible sewage Pump  
Application:        Waste water, Seawater 

 

Pump data 
Solids passage        4” 
Discharge/ Suction diameter   4”/ 5” 
Impeller type:       Vortex 

Impeller diameter       315 - 235 
Recommended min. flow    95 USGPM 
Weight         661 lbs 

 

Motor 
Mains:         60 c/s – 3 phase 
Rated horse power       52.4 HP 
Rated electrical power     45.3 kW 

Rated kVA        52.9 kVA 
Nominal speed        1730 rpm 
Motor efficiency       86 % 

Power factor (cos phi)      0.86 
Degree of protection     IP 68 
Isolation class       F (311°F)  

Max. water temperature     104°F  
Standard cable length      33 ft 

 

Materials 
Pump casing    AISI 329 
Impeller     AISI 329 
Motor unit     AISI 329 

Shaft      AISI 431 
       Alt:  AISI 329 
Bolts      AISI 316 

Elastomers      Viton (FPM) 
Electrical cable     Neoprene (CR) 
Seal lubrication    Oil 

Seal pump side    Silicon carbide – silicon carbide-Viton 
Seal motor side    Carbon - Ceramic 
  

Installation options 
 

Guide bar coupling   OWK 100 or OWK 150 
 

 
Freestanding    4” hose connection 
Including support    or 4” NPT connection   

 
 
Dry Installation    vertical or horizontal 

Including cooling system discharge 4” 
       suction 5”  
 

 

Options available 
 

• Version with cooling system  

• Cable protective sheathing (AISI 316) 

• Water detector in motor and oil chamber 
 

 
Connections 

  electrical cable size  

voltage current with motor protection and/or water detector   

[V]* [A] direct start star delta start     

380 80.3 2x AWG 6/4 +  AWG 14/4 -     

460 66.4 2x AWG 8/4 +  AWG 14/4 2x AWG 6/4 + AWG 14/4     

575 53.1 2x AWG 8/4 + AWG 14/4 2x AWG 8/4 + AWG 14/4     

starting current DOL start : 4.5 x rated current     

starting current YD start: 1.5 x rated current   *  other voltages on request 

    15.9 USGPM = 1l/s,1ft = 0.3m, 1hp = 0.746kW, 1lb = 0.45kg 
 

ISO 9906 grade 2 

 

Inches 
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