
 

Landustrie datasheet BWP22-20-A3-11 
We reserve the right to alter specification without prior notice. 

BWP22-20 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        2 ½” 
Discharge diameter      3” 
Suction diameter      3” 

Impeller type:       Vortex 
Impeller code        230 - 170 
Recommended min. flow    55 USGPM 

Weight (HS IEC132 version)   145 lbs 
 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Lip Seal 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal (short coupled)    HS 
Vertical (short coupled)     VS 
 

 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

100L         1.16 900 

2.32 1160 
 
112M         2.32 900 

6.17 1750 
          3.39 1160 
 

132S         8.5  1750 
          4.62 1160 
 

132M         11.6 1750 
          14  1750 
 

 
 

Optional 
• Seal flushing     

       P2                                            1750 rpm 

 

       P2                                            1160 rpm 

 

       P2                                              900 rpm 

 

     Dimensions HS Version [inch] 
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Flange connections ANSI 150  
   Size PCD Nr/ holes 
Discharge  ND 3  6  4   ¾ 

Suction  ND 3 6  4   ⅝UNC 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
 

 



 

Landustrie datasheet BWP22-30-A3-11 
We reserve the right to alter specification without prior notice. 

BWP22-30 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        3” 
Discharge diameter      4” 
Suction diameter      4” 

Impeller type:       Vortex 
Impeller code        252 - 170 
Recommended min. flow    95 USGPM 

Weight (HS IEC132 version)   155 lbs 
 

Materials 
Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Lip Seal 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal (short coupled)    HS 

Vertical (short coupled)     VS 
 
 

 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

100L         2.32 1160 
 
112M         6.17 1750 
          3.39 1160 

 
132S         8.5  1750 
          4.62 1160 

 
132M         11.6 1750 
          14  1750 

 
 
 

 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                   1160 rpm 

 

     Dimensions HS Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr/ holes 
Discharge  ND 4  7 ½  8  ¾ 

Suction  ND 4 7 ½  8  ⅝ UNC 
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15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
 

 



 

Landustrie datasheet BWP22-40-A3-11 
We reserve the right to alter specification without prior notice. 

BWP22-40 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        4” 
Discharge diameter      4” 
Suction diameter      4” 

Impeller type:       Vortex 
Impeller code        250 - 165 
Recommended min. flow    95 USGPM 

Weight (HS IEC132 version)   155 lbs 
 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Lip Seal 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal (short coupled)    HS 
Vertical (short coupled)     VS 
 

 
 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

100L         2.32 1160 
 
112M         6.17 1750 

          3.39 1160 
 
132S         8.5  1750 

          4.62 1160 
 
132M         11.6 1750 

          14  1750 
 
 

 
 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                   1160 rpm 

 

     Dimensions HS Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 
Discharge  ND 4  7 ½  8  x  ¾ 

Suction  ND 4 7 ½  8  x  ⅝ UNC 
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15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
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Landustrie datasheet BWP22-41-A3-11 
We reserve the right to alter specification without prior notice. 

BWP22-41 

 
Pump type:        Dry installed Vortex pump  
 

Application:        Waste water 
 
Solids passage        4” 

Discharge diameter      4” 
Suction diameter      5” 
Impeller type:       Vortex 

Impeller code        250 - 165 
Recommended min. flow    95 USGPM 
Weight (HS IEC 132 version)   155 lbs 

 

Materials 
Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 
Pump shaft        AISI 431 

          Alt:  AISI 316 
Pump support       Fe 360 
Bolts         AISI 316  

Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 
Seal motor side       Lip Seal 

Coating         Two component polyurethane 
 

Installation options 
 

Horizontal (short coupled)    HS 
Vertical (short coupled)     VS 

 
 
 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

100L         2.32 1160 
 

112M         3.39 1160 
           
132S         4.62 1160 

           
 
 

 
 
 

 
 
 

Optional 
• Seal flushing     

                                                   1160 rpm 

 

     Dimensions HS Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 

Discharge  ND 4  7 ½  8  x  ⅞ 
Suction  ND 5 8 ½  8  x  ⅝ UNC 

15.9 USGPM 1 l/s 
1ft     0.3 m  

1HP    0.746 kW 
1lb     0.45 kg 
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Landustrie datasheet BWP42-20-A3-11 
We reserve the right to alter specification without prior notice. 

BWP42-20 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        2 ½” 
Discharge diameter      3” 
Suction diameter      3” 

Impeller type:       Vortex 
Impeller code        225  - 170 
Recommended min. flow    55 USGPM 

Weight (HX version)     222 lbs 
 

Materials 
Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Carbon - ceramic 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 

Vertical bare shaft      VX   with motor and stand       VM 
Horizontal short coupled    HS 
Vertical short coupled     VS 

V-belt driven       KM 
 
 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

112M         6.17 1750 
 

132S         8.5  1750 
           
132M         11.6 1750 

           
160M         17  1750 
 

 
 
 

 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                   1160 rpm 

 

     Dimensions HX Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 
Discharge  ND 3  6  4  x  ¾ 

Suction  ND 3 6  4  x  ⅝ UNC 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
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Landustrie datasheet BWP42-21-A3-11 
We reserve the right to alter specification without prior notice. 

BWP42-21 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        2 ½” 
Discharge diameter      3” 
Suction diameter      3” 

Impeller type:       Vortex 
Impeller code        178  - 140 
Recommended min. flow    55 USGPM 

Weight (HX version)     222 lbs 
 

Materials 
Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Carbon- ceramic 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 

Vertical bare shaft      VX   with motor and stand       VM 
Horizontal short coupled    HS 
Vertical short coupled     VS 

V-belt driven       KM 
 
 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

160M         17.1 3500 
          23  3500 

 
160L         28  3500 
           

180M         33  3500 
           
180L         46  3500 

 
 
 

Optional 
• Seal flushing     

                                                   3500 rpm 

 

                                       1500 - 3500 rpm 

 

     Dimensions HX Version [inch] 

 

Flange connections ANSI 150  

   Size PCD Nr x holes 
Discharge  ND 3  6  4  x  ¾ 
Suction  ND 3 6  4  x  ⅝ UNC 

15.9 USGPM 1 l/s 

1ft     0.3 m  
1HP    0.746 kW 
1lb     0.45 kg 
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Landustrie datasheet BWP42-30-A3-11 
We reserve the right to alter specification without prior notice. 

BWP42-30 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        3” 
Discharge diameter      4” 
Suction diameter      4” 

Impeller type:       Vortex 
Impeller code        252  - 170 
Recommended min. flow    95 USGPM 

Weight (HX version)     244 lbs 
 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Carbon - ceramic 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 
Vertical bare shaft      VX   with motor and stand       VM 
Horizontal short coupled    HS 

Vertical short coupled     VS 
V-belt driven       KM 
 

 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

132S         4.62 1160 

          8.5  1750 
           
132M         6.17 1160 

          8.5  1160 
          11.6 1750 
           

160M         17  1750 
 
160L         23  1750 

 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                  1160 rpm 

 

     Dimensions HX Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 

Discharge  ND 4  7 ½  8  x  ¾ 
Suction  ND 4 7 ½  8  x  ⅝ UNC 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
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                                       1500 - 3500 rpm 
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Landustrie datasheet BWP42-33-A2-16 
We reserve the right to alter specification without prior notice. 

BWP42-33 

 
Pump type:        Dry installed vortex pump  

 
Application:        Waste water, Sewage 
 

Solids passage        3“ 
Discharge diameter      4“ 
Suction diameter      3“ 

Impeller type:       Vortex 
Impeller diameter       160  – 140 
Recommended min. flow    92 USGPM 

Weight (HX version)     245 lbs 
 

Materials 
 

Pump parts        Cast iron ASTM A-48 Cl35 
Impeller        S.g. iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431  
          Alt:  AISI 316  
Pump support       S235JR 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Silicon carbide – Silicon carbide 

Seal motor side       Carbon - Ceramic 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 
Vertical bare shaft      VX   with motor and stand       VM 
Horizontal short coupled    HS 

Vertical short coupled     VS 
 
 

 

Available motors (IP55)  
 

Size         HP  rpm 
 

 

IEC 132S        10  3500 
           
IEC 160M        15  3500 

          20  3500 
 
IEC 160L        25  3500 

 
 
 

 
 

Optional 
• Seal flushing     

     Dimensions HX version [inch] 

 

     

  4.4USGPM = 1m3/h, 1ft = 0.3m,1hp = 0.746kW, 1lb = 0.45kg 
 

    P2                                60Hz          3500 rpm
  

  

 



 

Landustrie datasheet BWP42-40-A5-11 
We reserve the right to alter specification without prior notice. 

BWP42-40 

 
Pump type:        Dry installed Vortex pump  
 

Application:        Waste water 
 
Solids passage        4” 

Discharge diameter      4” 
Suction diameter      4” 
Impeller type:       Vortex 

Impeller code        250  - 165 
Recommended min. flow    95 USGPM 
Weight (HX version)     244 lbs 

 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 
Pump shaft        AISI 431 

          Alt:  AISI 316 
Pump support       Fe 360 
Bolts         AISI 316  

Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 
Seal motor side       Carbon - ceramic 

Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 

Vertical bare shaft      VX   with motor and stand       VM 
Horizontal short coupled    HS 
Vertical short coupled     VS 

V-belt driven       KM 
 
 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

132S         4.62 1160 
          8.5  1750 

           
132M         6.17 1160 
          8.5  1160 

          11.6 1750 
           
160M         17  1750 

 
160L         23  1750 
 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                  1160 rpm 

 

     Dimensions HX Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 
Discharge  ND 4  7 ½  8  x  ¾ 

Suction  ND 4 7 ½  8  x  ⅝ UNC 

15.9 USGPM 1 l/s 

1ft     0.3 m  
1HP    0.746 kW 
1lb     0.45 kg 
 

 

                                       1500 - 3500 rpm 
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Landustrie datasheet BWP42-41-A3-11 
We reserve the right to alter specification without prior notice. 

BWP42-41 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        3” 
Discharge diameter      4” 
Suction diameter      4” 

Impeller type:       Vortex 
Impeller code        252  - 210 
Recommended min. flow    95 USGPM 

Weight (HX version)     267 lbs 
 

Materials 
Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Carbon - ceramic 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 

Vertical bare shaft      VX   with motor and stand       VM 
Horizontal short coupled    HS 
Vertical short coupled     VS 

V-belt driven       KM 
 
 

Available motors 60 c/s (IP55)  
 

IEC Size        HP  rpm 
 

132S         4.62 1160 
          8.5  1750 

           
132M         6.17 1160 
          8.5  1160 

          11.6 1750 
           
160M         17  1750 

 
160L         23  1750 
 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                   1160 rpm 

     Dimensions HX Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 

Discharge  ND 4  7 ½  8  x  ¾ 
Suction  ND 5 8 ½  8  x  ¾ UNC 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
 

 

                                       1160 - 2000 rpm 

 

90

75

60

ft

45

30

15

0

1  245

2  235

3  225

4  210

ft

40

20

0

NPSH

20

10

hp

0

NPSH

1

2

3

4

1

1

2
3

4

50%

40%

45%

140012001000800200 USGPM0 400 600

4

50%

45%

40%

B
W

P
4
2
-4

1
A
M

 R
P
M

1
7
5
0
.D

W
G

60

50

40

ft

30

20

10

0

1  252

2  245

3  235

4  225

ft

40

20

0

NPSH

8

4

hp

0

NPSH

1

2

3

4

1

1
2

3
4

40%

40%

55%

55%

45%

45%

10009007506000 USGPM150 300 450

5  210

5

5

5

50%

50%

B
W

P
2
2
-4

1
A
M

 R
P
M

1
1
6
0

120

100

80

ft

60

40

20

0

1  252

ft

40

20

0

NPSH

40

20

hp

0

NPSH

2000

1750

1450

1160

2000

1750

1450
1300

50%

45%

140012001000800200 USGPM0 400 600

50%

45%

40%1300

1160

B
W

P
4
2
-4

1
A
M

 R
P
M

1
1
6
0
 -
 2

0
0
0
.D

W
G

Ø  
1 8 7

1 2 

1
21 4 

3 4 Ø  
2 4 10

1

45

(in mm)
Shaft detail

Ø42

3

K6

2 8 

M12

12

9
7 8 20

1 2 
5

11 4 

78 8 

3

3

3

4 7

4 4 

1 8 

L
4
7
4
M

1



 

Landustrie datasheet BWP60-30-A3-11 
We reserve the right to alter specification without prior notice. 

BWP60-30 
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Pump type:        Dry installed Vortex pump  
 

Application:        Waste water 
 
Solids passage        3” 

Discharge diameter      4” 
Suction diameter      4” 
Impeller type:       Vortex 

Impeller code        248 - 152 
Recommended min. flow    95 USGPM 
Weight (HX version)     245 lbs 

 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        Cast Iron ASTM A-48 Cl35 
Pump shaft        AISI 431 

          Alt:  AISI 316 
Pump support       Fe 360 
Bolts         AISI 316  

Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 
Seal motor side       Lip Seal  

Coating         Two component polyurethane  
 

Installation options 
 

Horizontal bare shaft     HX  with motor and support   HM 

Vertical  bare shaft      VX  with motor and stand   VM 
V-belt driven       KM 
 

 

Available motors 60 c/s (IP55) 
 

IEC Size   HP  rpm   IEC Size   HP  rpm 
 

132M    6.2  1160  180L    23  1160 

8.5  1160       33  1750 
11.6 1750   

          200L    46  1750 

160M    11.6 1160       46  3500 
     17  1750       57  3500 
 

160L    17  1160  225M    69  3500 
     23  1750 
          250M    115  3500 

180M    33  3500 
 
 

Optional 
• Seal flushing     

                                                   3500 rpm 

 

                                  1160 rpm 

 

     Dimensions HX Version [inch] 

 
Flange connections ANSI 150  

   Size PCD Nr/ holes 
Discharge  ND 4  7 ½  8 x ¾ 
Suction  ND 4 7 ½  8 x ¾ 

15.9 USGPM 1 l/s 

1ft     0.3 m  
1HP    0.746 kW 
1lb     0.45 kg 
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                       1450 - 2525 rpm 
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Landustrie datasheet BWP60-50-A3-11 
We reserve the right to alter specification without prior notice. 

BWP60-50 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        5” 
Discharge diameter      6” 
Suction diameter      6” 

Impeller type:       Vortex 
Impeller code        253 - 202 
Recommended min. flow    207 USGPM 

Weight (HX version)     255 lbs 
 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        Cast Iron ASTM A-48 Cl35 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Lip Seal  
Coating         Two component polyurethane  
 

Installation options 
 

Horizontal bare shaft     HX  with motor and support   HM 
Vertical  bare shaft      VX  with motor and stand   VM 
V-belt driven       KM 

 
 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

160M         11.5 1160 
 

160L         16.8 1160 
 

180M         29  1750 
 

180L         23  1160 

          37  1750 
 

200M         28  1160 
          34  1160 
          51  1750 

        
225S         54  1750 
          74  1750 

 

Optional 
• Seal flushing     

                                   1160 rpm 

     Dimensions HX Version [inch] 

 
Flange connections ANSI 150  
   Size PCD Nr/ holes 
Discharge  ND 6  9 ½  8 x ⅞  

Suction  ND 6 9 ½  8 x ⅞ 

                            1750 rpm 

 

                          960 - 1750 rpm 
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Landustrie datasheet BWP60-60-A3-11 
We reserve the right to alter specification without prior notice. 

BWP60-60 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        6” 
Discharge diameter      8” 
Suction diameter      8” 

Impeller type:       Vortex 
Impeller code        305 - 230 
Recommended min. flow    365 USGPM 

Weight (HX version)     265 lbs 
 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Lip Seal  
Coating         Two component polyurethane  

 

Installation options 
 

Horizontal bare shaft     HX  with motor and support   HM 
Vertical  bare shaft      VX  with motor and stand   VM 
V-belt driven       KM 

 
 

Available motors 60 c/s (IP55) 
 

IEC Size        HP  rpm 
 

160M         11.5 1160 
 

160L         16.8 1160 
 

180M         29  1750 
 

180L         23  1160 

          37  1750 
 

200M         28  1160 
          34  1160 
          51  1750 

        
225S         54  1750 
          74  1750 

 

Optional 
• Seal flushing     

                                   1160 rpm 

     Dimensions HX Version [inch] 

 
Flange connections ANSI 150  
   Size PCD Nr/ holes 
Discharge  ND 8  11 ¾ 8 x ⅞  

Suction  ND 8 11 ¾ 8 x ⅞ 

                            1750 rpm 

 

                          960 - 1450 rpm 

 

15.9 USGPM 1 l/s 
1ft     0.3 m  

1HP    0.746 kW 
1lb     0.45 kg 
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Landustrie datasheet BWP62-32-A3-11 
We reserve the right to alter specification without prior notice. 

BWP62-32 

 
Pump type:        Dry installed Vortex pump  
 

Application:        Waste water 
 
Solids passage        3” 

Discharge diameter      4” 
Suction diameter      4” 
Impeller type:       Vortex 

Impeller code        230  - 160 
Recommended min. flow    95 USGPM 
Weight (HX version)     255 lbs 

 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 
Pump shaft        AISI 431 

          Alt:  AISI 316 
Pump support       Fe 360 
Bolts         AISI 316  

Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 
Seal motor side       Carbon - ceramic 

Coating         Two component polyurethane 

 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 

Vertical bare shaft      VX   with motor and stand       VM 
V-belt driven       KM 
 

 

Available motors 60 c/s (IP55)  
 
IEC Size        HP  rpm 
 

160M         17  3500 
           

160L         23  3500 
           

180M         28  3500 
 

180L         33  3500 
 

200L         46  3500 
 

225S         57  3500 
 

225M         69  3500 
 

250M         84  3500 
 

280S         115  3500 
 

 

Optional 
• Seal flushing     

                                                   3500 rpm 

 

                                         1500 - 3500 rpm 

     Dimensions HX Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 
Discharge  ND 4  7 ½  8  x  ¾ 

Suction  ND 4 7 ½  8  x  ⅝ UNC 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
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Landustrie datasheet BWP62-41-A3-11 
We reserve the right to alter specification without prior notice. 

BWP62-41 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        4” 
Discharge diameter      4” 
Suction diameter      5” 

Impeller type:       Vortex 
Impeller code        335  - 225 
Recommended min. flow    95 USGPM 

Weight (HX version)     265 lbs 
 

Materials 
 

Pump casing/ Seal housing    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Carbon - ceramic 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX  with motor and support       HM 
Vertical bare shaft      VX   with motor and stand       VM 
V-belt driven       KM 

 
 

Available motors 60 c/s (IP55)  
 

IEC Size        HP  rpm 

160L         17  1160 
           

180M         28  1750                    

180L         23  1160 

          33  1750 
 

200L         28  1160 
          33  1160 
          46  1750 
 

225S         57  1750 
 

225M         46  1160 
          69  1750 
 

250M         84  1750 

          115  1750 
 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                      1160 rpm 

     Dimensions HX Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 
Discharge  ND 4  7 ½  8  x  ⅞ 

Suction  ND 5 8 ½  8  x  ¾ UNC 

15.9 USGPM 1 l/s 
1ft     0.3 m  
1HP    0.746 kW 

1lb     0.45 kg 
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                                          1160 - 2000 rpm 
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Landustrie datasheet BWP82-40-A2-11 
We reserve the right to alter specification without prior notice. 

BWP82-40 

 
Pump type:        Dry installed Vortex pump  

 
Application:        Waste water 
 

Solids passage        4” 
Discharge diameter      8” 
Suction diameter      8” 

Impeller type:       Vortex 
Impeller code        420  - 260 
Recommended min. flow    400 USGPM 

Weight (HX version)     800 lbs 
 

Materials 
 

Pump casing/ wear plate    Cast Iron ASTM A-48 Cl35 
Impeller        S.g. Iron ASTM A445 Gr60-46-18 

Pump shaft        AISI 431 
          Alt:  AISI 316 
Pump support       Fe 360 

Bolts         AISI 316  
Seal lubrication       Oil 
Seal pump side       Siliciumcarbide – siliciumcarbide 

Seal motor side       Carbon - ceramic 
Coating         Two component polyurethane 
 

Installation options 
 

Horizontal bare shaft      HX   
with motor and support           HM   
V-belt driven       KM 

 
 

Available motors 60 c/s (IP55)  
 
IEC Size        HP  rpm 

 
225M         46  1160 
           

          69  1750 
 

250M         57  1160 
          84  1750 
 

280S         70  1160 
          115  1160 
          115  1750 

          137  1750 
 
 

Optional 
• Seal flushing     

                                                   1750 rpm 

 

                                                   1160 rpm 

     Dimensions HX Version [inch] 

 

Flange connections ANSI 150  
   Size PCD Nr x holes 
Discharge  ND 8  11 ¾ 12  x  ¾ 

Suction  ND 8 11 ¾ 12  x  ¾ UNC 

15.9 USGPM 1 l/s 
1ft     0.3 m  

1HP    0.746 kW 
1lb     0.45 kg 
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15°
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